INDIAN OVERSEAS BANK

B.0.Q. FOR FURNISHING WORK FOR INDIAN OVERSEAS BANK,BARIATU BRANCH, RANCHI.

SL.NO

DESCRIPTION

Unit

|Quantity

l

RATE |

AMOUNT

ALUMINIUM GLAZING PARTITION AT MAIN ENTRANCE OF BANK (MAIN DOOR
AND ATM DOOR WITH 12mm Thk. ltching Line Pattern GLASS) :-

SFT

85

Providing and fixing Main entrance aluminium glazing work at main entrance door (3'-
0" wide for door opening & 4'-5" wide fixed Aluminium Glazing Partition at ATM ,4'-0"
wide for door opening & 3'-5" wide fixed Aluminium Glazing partition at Bank Entrance)
comprising approx 85-100 mm size top and bottom aluminium powder coated/anodized
with brown color shade frame of 2.5 mm th (indal/ Zindal make) including SS designer
handle 200 long, heavy duty floor spring, lock (make-Godrej/Dorma/Amar) including
with logo of United Bank of India made with etching on glass neatly written as per
drawing and the instructions of the Bank/Architect. (All Fiting only Godrej Make)

FALSE CEILING ( BANK & ATM ):-

SFT

1935.00

Providing and fixing Gypsum false ceiling as per India Gypsum specification for ceiling
with drops as per drawing including of providing and fixing G.I. Frame work as per
specification of India gypsum at a distance of 2'0"c/c both ways complete with 12.5 mm
board and all necessary perimeter channels etc. No extra payment will be made for the
cutting of light points, stained glass, cove lighting etc. The measurement will be taken
in one level, rate should include the drops also, no extra amount will be paid for the
drops. The joints to be properly mended with paper tapes and gypsum compound all
complete. The rate should include the full completion of the ceiling. At the time of
handing over the site all necessary repairing work to as per drawing and the

instructions of the Bank /Architect.

BRANCH MANAGER TABLE (5'-0"X2'-6"X2'-6") :-

NOS

Providing and fixing BRANCH MANAGER TABLE 5'-0"x2'-6"x2'-6" (ht.) WITH
SIDE TABLE and 10mm beveled glass of approved make to be fitted on top obtain
the total height of 2'-6" as per detailed drawing . made up of 19 mm commercial
board of approved make the finished with 1 mm thick laminate of approved make
and shad as approved as par detailed drawing. Table shall be provided with 3
drawers sliding on telescopic channels with proper locking arrangements and
keyboard with telescope channels tabletop shall be finished with 1.0 mm thick
laminate of approved shade & quality . The work includes provided and fixing
locks , wire manager , spirit polishing of steam beach bending etc. complete in
all respects to the entire satisfaction of the architect. (All Fiting only Godrej
Make)

CASH CABIN TABLE (4'-9"X2'-6"X2'-8") :-

NOS

Providing and fixing OFFICER'S TABLE 4'-9"x2'-6"x2'-6” (ht.) and 10mm beveled
glass of approved make to be fitted on to p obtain the total height of 2'-6” as per
detailed drawing . made up of 19 mm commercial board of approved
make(Century/Green) the finished with 1 mm thick laminate of approved make
{(Marino/Astral)and shade as approved as par detailed drawing. Table shall be
provided with 3 drawers sliding on telescopic channels with proper locking
arrangements and keyboard with telescope channels tabletop shall be finished
with 1.0 mm thick laminate of approved shade & quality . The work includes
provided and fixing locks , wire manager , spirit polishing of steam beach
bending etc. complete in all respects to the entire satisfaction of the architect.
(All Fiting only Godrej Make) :

CLERK & OFFICER TABLE (4'-6"X2'-0"X2'-6") :-

NOS

14

|Providing and fixing OFFICER'S TABLE 4'-6"x2'-0"x2'-8" (ht.) and 10mm beveled glass
of approved make to be fitted on to p obtain the total height of 2’-6” as per detailed
drawing . made up of 19 mm commercial board of approved make{Century/Green) the
finished with 1 mm thick laminate of approved make(Marini/Astral) and shad as approved
as par detailed drawing. Table shall be provided with 3 drawers sliding on telescopic
channels with proper locking arrangements and keyboard with telescope channels
tabletop shail be finished with 1.0 mm thick laminate of approved shade & quality . The
work inciudes provided and fixing locks , wire manager , spirit polishing of steam beach
bending etc. complete in all respects to the entire satisfaction of the architect.

FRONT GLASS ( 1'-6" Height ) at Officer & ClerkTable :

SFT

Providing and fixing Semi glazed partition with 8mm thick clear float glass of approved
make(Saint Gobin/ Modi) coated/anodized with brown color shade frame of 2.5 mm th
(Indal/Zindal make) with horizontal etching on glass as per drawing and the instructions
of the Bank/Architect. (All Fiting only Godrej Make)
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FULL HT PARTITION FOR BRANCH HEAD (8'-6" Height) :-

SFT

178.5

Providing and fixing Full Height Partition in Cash cabin with door

(3' -0"HT.plywood+3'-0" Ht. liching Line Pattern Glass (8mm thk.)+2'-6" plywood)
double skin partition with frame of 2"x2" (finished size)seasoned hard wood member at
max intervals of 2'-0"x2-0" c/c with provision of bigger at skirting, fixing to the floor,
door frame, wall etc. All woodwork to be treated with 1st quality anti termite paint and
should be covered with 6+4mm thick Plywood of approved make(Green/Century) as
mentioned above and as per design including 1.0mm thick laminate of approved
make(Marino,Astral) fixed in wooden frame and wooden beading as per details
including following mentioned items and design patterns including supply and fixing of
12mm Glass door with Door Lock, Mortice Lock, Night Latch all complete with as per
drawing.At the top of the partition 8 mm th glass from 3' Lvl. to 7'-0" high shall be fixed
on wooden mould (Laminate shall be of number of horizontal fverticle/diagonal grooves
and ply under such groovers shall be painted with approved colours and shades.all
electrical wires, accessories, telephone wires, data wire shall be run the partitions
without any exira charges) (All Fiting only Godrej Make)

2]

FULL HT. PARTITION FOR CASH CABIN (7'-0" HT. )

SFT

320.25

Providing and fixing 4'-0" Height Partition with 1 no. of flip-flap door (3'-0"x6'-0") (3™
0"X4"-0") at Cash counter (plywood+Glass. (8mm thk.). double skin partition with
frame of 2"x2" (finished size)seasoned hard wood member at max intervals of 2'-0"x2'-
0" c/c with provision of bigger at skirting, fixing to the floor, door frame, wall etc. All
woodwork to be treated with 1st quality anti termite paint and should be covered with
6+4mm thick Plywood of approved make as mentioned above and as per design
including 1.0mm thick laminate of approved make fixed in wooden frame and wooden
beading as per details including following mentioned items and design patterns
including supply and fixing of Door Lock, Mortice Lock, Night Latch all complete with as
per drawing.At the top of the partition 8 mm th glass from 3' Lvl. to 7'-0" high shall be
fixed on wooden mould (Laminate shall be of number of horizontal Iverticle/diagonal
grooves and ply under such groovers shall be painted with approved colours and
shades.all electrical wires, accessories, telephone wires, data wire shall be run the
partitions without any exira charges) (All Fiting only Godrej Make)

4’0" HT. PARTITION FOR NEAR COUNTER TABLE

SFT

312

Providing and fixing 4'-0" Height Partition with 1 no. of flip-flap door (2'-6"x4'-0") (3'-
0"4"-0")at Cash counter (plywood double skin partition with frame of 2"x2" (finished
size)seasoned hard wood member at max intervals of 2'-0"x2'-0" c/c with provision of
bigger at skirting, fixing to the floor, door frame, wall etc. All woodwork to be treated
with 1st quality anti termite paint and should be covered with 6+4mm thick Piywood of
approved make as mentioned above and as per design including 1.0mm thick laminate
of approved make fixed in wooden frame and wooden beading as per details including
following mentioned items and design patterns including supply and fixing of Door
Lock, Mortice Lock, Night Latch all complete with as per drawing.At the top of the
partition 8 mm th glass from 3' Lvl. to 7'-0" high shall be fixed on wooden mould
(Laminate shall be of number of horizontal /verticle/diagonal grooves and ply under
such groovers shall be painted with approved colours and shades.all electrical wires,
accessories, telephone wires, data wire shall be run the partitions without any extra
charges) (All Fiting only Godrej Make)

FULL HEIGHT CABINATE (7'- 0" HEIGHT)

SFT

Providing and fixing Full height storage made out of 19mm bwp block board finished with
1.0mm laminate in all exposed areas. The drawers to be made out of 19mm BWP block board in
the front cladded with 1.0mm laminate (color, vertical grain). sides to be made out of 6mm
plywood duly painted in matching tone and it should play on drawer sliding channels. The
shutters to be made out of 19mm block board and should play on drawer slidign castors on
powder coated channels. The necessary locks, handles, etc to be provided. Inside of the unit to
be enamel painted in matching tone. All the exposed edges of the boards / plywood’s to be
covered with wooden lapping / moldings duly polished all complete. (All Fiting only Godrej
Make)

11

LOW HEIGHT CABINATE AT HALL AND B.M. CHAMBER (3'-0" HEIGHT)

SFT

115.50

Providing and fixing Low height storage (3'-0"x3'-0") with shutter made out of 19mm bwp
block board finished with 1.0mm laminate in all exposed areas. The drawers to be made out of
18mm BWP block board in the front cladded with 1.0mm laminate {color, vertical grain). sides
to be made out of 6mm plywood duly painted in matching tone and it should play on drawer
sliding channels. The shutters to be made out of 19mm block board and should play on drawer
slidign castors on powder coated channels. The necessary locks, handles, etc to be provided.
Inside of the unit to be enamel painted in matching tone. All the exposed edges of the boards /
plywood's to be covered with wooden lapping / moldings duly polished all complete.
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12

Low Ht DOOR (3'-3" X 4'-0") near Cash STAFF, Clerk (1 nos)

SQFT

14

Providing and fixing 4'-0" HT,32mm plywood door with choukhat fittings,lock,
handels,door closer and all fittings. (Al Fiting only Godrej Make)

13

FULL HT PARTITION FOR UPS ROOM AND RECORD ROOM :-

SFT

255

Providing and fixing UPS ROOM,PASSEGE AND RECORD ROOM made out of 19mm bwp block
board finished with 1.0mm laminate in all exposed areas. The drawers to be made out of 19mm
BWP block board in the front cladded with 1.0mm laminate {color, vertical grain). sides to be
made out of 6mm plywood duly painted in matching tone and it should play on drawer sliding
channels. The shutters to be made out of 19mm block board and should play on drawer slidign
castors on powder coated channels. The necessary locks, handles, etc to be provided. Inside of
the unit to be enamel painted in matching tone. All the exposed edges of the boards /
plywood’s to be covered with wooden lapping / moldings duly polished all complete. (All Fiting
only Godrej Make)

14

COLOUMN PANNELING ( 8'-6" HT)

748

Providing and fixing column paneling 12mm thick ply,(Century/Green) & Laminate of
approved make(Marino/Astral) with approved colour code of bank of india

15

NOTICE BOARD (2'-0"X4'0") & WRITING DESK (1'-6"X5'-0") :-

NOS

Providing and fixing in position Notice board of size (4'-0"x2'-0") as per drawing and
conforming to the following specification of Basic frame work Well seasoned hard wood
sections, treated with two coats of wood preservatives, minimum 2"x2" at suitable
horizontal or vertical spacing not exceeding 2'-0" ¢/c infill of 12mm th Celotex board
covered with Matte quality of approved make and colour and internal surface of Celotex
board to be painted with primer coats. The Board should be fixed to the wall as per
instruction of the Bank/Architect. (All Fiting only Godrej Make)

16

UPS BOX

NOS.

1.00

Providing and fixing UPS box (4'-0" LX3'-0" H)with shutter & Lowers with all fittings as
per drawing and the Instructions of the Bank/Architect.

17

CHEQUE DROP BOX

NOS.

Provinding and Fixing Cheque drop box (1'-0"x0-6"x1'-0") made of 19mm thick century
ply board including all nessesary hardware fitting of aprove Design& Quality. (All
Fiting only Godrej Make)

18

ALUMINIUM JALI AT CASH CABIN TOP.

75

Providing & fixing Aluminium jali at cash cabin roof top.

19

WINDOW BLINDS (5 NOS)

SQ.FT.

250

Supplying and Fixing of WINDOW CURTAINS (Window Curtains). All complete as per
direction of E/I.

22

SIGNAGE FOR BANK LOGO :-

SFT

25.00

Providing and fixing Nifght Glow Acrelic Letter Bank Name And Logo With inciuding necessary
fittings on wall panneling based made by approved make as per drawing and instructions of the
Architect/Bank.

23

GLASS TOP FOR B.M. TABLE, CASE CABIN, OFFICER AND CELRK TABLE

SFT

Providing and fixing 5mm Glass Top on B.M. Table With Age Velvet Policing instructions of the
Architect/Bank.

21

WALL PANNELING ( 8'-0"x 19°-0" HT):-

SFT

162

Providing and fixing Wall paneling with four side rope lights 12mm thick
ply,(Century/Green) & Laminate of approved make(Marino/Astral) with approved
colour code of INDIAN OVERSEAS BANK.

TOTAL.
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CIVIL WORK:-

Extension of Balcony (4'-6"X4'-6") at First floor Made By 16 mm Rods( 3 nos Grouting LS

And Fixing of two side Support beam) , 40 mm Ply Flooring,Vinyl fiooring .

Dismelting and Re-Fixing Existing Railing At First Floor Including Painting Work (26'- LS

0"X3-6" HT.)

Dismantling pucca brick or lime work including stacking serviceable materials in

countable stacks within 500 M. Lead and disposal of unserviceable materials with ali

leads all complete as per direction of E/I. C.FT. 64
Close Old Existing Door, plaster, putty and paint all complete. (Ground Floor ATM and LS.

First Floor Toilet ) 2 nos.

Supplying and Fixing RS Shutier For ATM Of Ground Floor. (5'-0"X8'-0") LS.

New Tiles Work (Male/Female) at Ground Floor and First Floor. SQ. FT. 475
Providing and Applying 2 coats of Enamel paint Asian Make Over a Coat of Primer SQ. FT.

putty Or P.O.P. at Toilet (Male/Female) & Dining Area. 930

TOTAL.
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